
DATA COLLECTORS

HIGHLIGHTS
 

High speed scanning
MFi certified
Bluetooth 2.1
Ultra compact

Lightweight design

OPN-4000i
CCD Data Collector

Scale 100%



OperatiOn
CpU: 32-bit CiSC / 96 MHz O/S: proprietary rtC: Supports year, month, day, 
hour, minute, second (leap year supported)
MeMOry
FLaSHrOM: 1 MB SraM: 96 kB
Operating indiCatOrS
ViSUaL: 1 Led (red/green), 1 Led (blue) nOn-ViSUaL: Buzzer
Operating keyS
entry OptiOnS: 2 keys total, 1 function key, 1 scan key
COMMUniCatiOn
USB: mini USB BLUetOOtH: Ver. 2.1, Spp, Hid, 1 to 1 connection, master / 
slave mode, authentication and encryption
pOwer
reCHargeaBLe Battery: Lithium-ion polymer 3.7V 600mah Operating 
tiMe: 25 hours (2 scans / 10 sec incl Bluetooth communication) CHarging 
MetHOd: enclosed USB cable
BarCOde SCanner OptiCS
LigHt SOUrCe: 1 red Led SCan MetHOd: CCd linear sensor, 1500 pixels 
reading pitCH angLe: -50 to 0˚, 0 to +50˚ reading Skew angLe: -65 to 
0˚, 0 to +65˚ reading tiLt angLe: -25 to 0˚, 0 to +25˚ CUrVatUre: r>20 
mm (ean13) r>15 mm (ean8) Min. reSOLUtiOn at pCS 0.9: 0.1 mm (Code 
39) deptH OF FieLd: at Code 39, 75 - 120 mm / 2.95 - 4.72 in (0.127 mm / 5 
mil), 65 - 130 mm / 2.56 - 5.12 in (0.15 mm / 6 mil) 55 - 220 mm / 2.17 - 8.66 
in (0.254 mm / 10 mil), 55 - 240 mm / 2.17 - 9.45 in (0.508 mm / 20 mil), 70 - 
520 mm / 2.76 - 20.47 oz (1.0 mm / 39 mil) 
SUppOrted SyMBOLOgieS
BarCOde (1d): Jan/UpC/ean incl. add on, Codabar/nw-7, Code 11, 
Code 39, Code 93, Code 128, gS1-128 (ean-128), gS1 dataBar (rSS) (exl.
stacked), iata, industrial 2of5, interleaved 2of5, iSBn-iSSM-iSSn, Matrix 
2of5, MSi/plessey, S-Code, telepen, tri-Optic, Uk/plessey pOStaL COde: 
Chinese post, korean postal authority Code
dUraBiLity
teMperatUre in OperatiOn: 0 to 50 ˚C / 32 to 122 ˚F teMperatUre in 
StOrage: -20 to 60 ˚C / -4 to 140 ˚F HUMidity in OperatiOn: 20 - 85% 
(noncondensing) HUMidity in StOrage: 20 - 85% (non-condensing) aMBi-
ent LigHt iMMUnity: Fluorescent 10,000 lx max, direct sun 100,000 lx max 
drOp teSt: 1.2 m / 3.9 ft drop onto concrete surface
pHySiCaL
diMenSiOnS (w x H x d): 36 x 83 x 21.5 mm / 1.42 x 3.27 x 0.85 in weigHt 
BOdy: Ca. 53 g / 1.87 oz (incl. battery) CaSe: aBS, white 

regULatOry & SaFety
prOdUCt COMpLianCe: Ce, FCC, VCCi, roHS, ieC62471-1, en60950-1, 
ieC60950-1, en55022, en 55022, en 301 489-1 V1.9.2, en 301 489-17 
V2.1.1, en 300 328 V1.7.1
enCLOSed iteMS
USB cable, neck strap
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